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update messages and paging access terminals. One embodi-
ment of the method includes storing information indicative of
at least one sector. The sector(s) are determined based on
geographic information indicative of a route associated with
an access terminal. Another embodiment of the method
includes providing information indicative of a route associ-
ated with an access terminal. The provided information is
used to determine at least one sector associated with the route.
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1
METHOD OF PROVIDING ROUTE UPDATE
MESSAGES AND PAGING ACCESS
TERMINALS

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation-in-part of U.S. patent
application Ser. No. 11/409,491 filed on Apr. 21, 2006 and
U.S. patent application Ser. No. 11/623,446, filed on Jan. 16,
2007 which are hereby incorporated herein by reference in
their entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates generally to communication sys-
tems, and, more particularly, to wireless communication sys-
tems.

2. Description of the Related Art

The coverage area of a wireless communication system is
typically divided into a number of cells, which may be
grouped into one or more networks. Access terminals located
in each cell may access the wireless communications system
by establishing a wireless communication link, often referred
to as an air interface, with a base station associated with the
cell. The access terminals may include devices such as mobile
telephones, personal data assistants, smart phones, Global
Positioning System devices, wireless network interface
cards, desktop or laptop computers, and the like. As an access
terminal moves between cells in the wireless communication
system, the access terminal may periodically provide route
update messages (also known as location update messages)
that inform the wireless communication system of the access
terminal’s current location. Due to the mobility of the access
terminal, the location of the cell where the most recent route
update message was received is used to estimate the current
location of the access terminal.

In some activity states, such as the idle or dormant mode or
when the access terminal has been powered down, the access
terminal may stop sending route update messages even
though it may continue to move through the cells in the
wireless communication system, until some condition is met
(e.g., when the access terminal crosses the boundary of the
sub-net associated with the last route update message, a new
location update with the new sub-net is sent). Accordingly,
the wireless communication system may not know which cell
contains the access terminal when information becomes
available for delivery to the access terminal. A wireless com-
munication system may then attempt to reach the access
terminal by sending paging messages over a plurality of cells
belonging to a paging area determined by the network based
on the information it has about the last known access terminal
location, e.g., over the cells belonging to the last known
sub-net. The paging messages contain information that indi-
cates to the access terminal that information is available for
transmission to the access terminal. If the access terminal
receives the paging message, it may provide a paging
response to a base station of a cell. The paging response
typically indicates that the access terminal is available to
receive the information and may also provide information
indicating how to route the information to the access terminal.

Both the paging messages and the route update (or regis-
tration) messages represent system overhead. Accordingly,
the wireless communication system is generally designed to
meet two conflicting objectives: reducing the overhead from
the paging load and reducing the number of route update
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messages transmitted by the access terminal. The paging load
is typically minimized when the location of the access termi-
nal is known with relatively high accuracy so that each paging
message can be transmitted to a relatively smaller number of
cells. However, increasing the accuracy of the location of the
access terminal requires transmitting a larger number of route
update messages during a given period. In contrast, reducing
the number of route update messages transmitted by the
access terminal may reduce the accuracy of the access termi-
nal location estimation by the wireless communication sys-
tem, which typically results in each paging message being
transmitted to a relatively large number of cells.

The conventional solution to this problem is to define sub-
nets that include the cells serviced by a plurality of base
stations. The access terminals may then transmit route update
messages when they cross from one sub-net to another sub-
net and the wireless communication system may begin the
paging process by providing paging messages via the base
stations in the sub-net indicated by the most recently received
route update message. For example, the geographic area
served by the wireless communication system may be divided
up into multiple sub-nets that encompass the cells serviced by
groups of 50 base stations. Access terminals in the wireless
communication system may then provide location updates
when they cross a cell boundary between the groups of 50
base stations and the wireless communication system may
provide paging messages via the groups of 50 base stations in
the sub-nets.

However, the number of users and the geographical area
served by wireless communication systems is increasing,
which results in an increase in the size and number of cells in
a typical sub-net. Since conventional route update messages
are triggered by crossing a sub-net boundary, access terminals
may travel through numerous cells without providing any
route update messages to the wireless communication sys-
tem. Consequently, the wireless communication system may
be required to provide paging messages to a large (and likely
increasing) number of cells in order to locate the access
terminal. The wireless communication system may therefore
have to devote a larger percentage of system resources to
supporting overhead associated with providing paging mes-
sages to large numbers of cells in the sub-nets.

One technique for reducing the number of cells that are
paged is called radius-based paging. Radius-based paging
techniques force the access terminal to provide a route update
message when it travels a distance larger than a predeter-
mined radius from a center of the cell where the access ter-
minal was last seen. Alternatively, the access terminal may
provide a route update message when it travels a distance
larger than a predetermined radius from a group of cells
covered by a radio network controller associated with the
access terminal. The wireless communication system may
then page the access terminal by providing a paging message
to the cell where the access terminal was last seen. If the
access terminal does not respond to this paging message, the
wireless communication system may page the cells inthe area
defined by the predetermined radius. Paging messages may
be provided to cells in increasingly large areas (indicated by
increasingly large radii) if the access terminal fails to reply to
a previous paging message.

Although radius-based paging may be preferable to sub-
net-based paging when the subnets include a large number of
cells, radius-based paging still has a number of drawbacks.
The system overhead associated with providing paging mes-
sages to all of the cells within the predetermined radius may
consume a large percentage of the resources of the wireless
communication system. The number of cells within a prede-
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termined radius may be reduced by decreasing the radius, but
this will result in an increase in the frequency of transmitting
route update messages by the access terminal. Consequently,
the system overhead associated with providing the route
update messages may increase and consume a larger percent-
age of the resources of the wireless communication system.
Power consumption by the access terminal may also be
increased when the number of route update messages
increases. Furthermore, relatively long paging delays may be
experienced as the wireless communication system attempts
to locate the access terminal in cells at increasing distances
from the cell where the access terminal was last seen.

SUMMARY OF THE INVENTION

The present invention is directed to addressing the effects
of'one or more of the problems set forth above. The following
presents a simplified summary of the invention in order to
provide a basic understanding of some aspects of the inven-
tion. This summary is not an exhaustive overview of the
invention. Itis not intended to identify key or critical elements
of the invention or to delineate the scope of the invention. Its
sole purpose is to present some concepts in a simplified form
as a prelude to the more detailed description that is discussed
later.

In embodiments of the present invention, a method is pro-
vided for providing route update messages and paging access
terminals. One embodiment of the method includes storing
information indicative of at least one sector. The sector(s) are
determined based on geographic information indicative of a
route associated with an access terminal. Another embodi-
ment of the method includes providing information indicative
of a route associated with an access terminal. The provided
information is used to determine at least one sector associated
with the route.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention may be understood by reference to the fol-
lowing description taken in conjunction with the accompany-
ing drawings, in which like reference numerals identify like
elements, and in which:

FIG. 1 conceptually illustrates a first exemplary embodi-
ment of a wireless communication system, in accordance
with the present invention;

FIG. 2 conceptually illustrates one exemplary embodiment
of a route report that may be formed based on a route deter-
mined by a navigation system, in accordance with the present
invention;

FIGS. 3A and 3B conceptually illustrate alternative
embodiments of an access network and an access terminal, in
accordance with the present invention;

FIG. 4 conceptually illustrates a second exemplary
embodiment of a wireless communication system, in accor-
dance with the present invention;

FIGS. 5A and 5B illustrate portions of one exemplary
method of providing route update messages, in accordance
with the present invention;

FIG. 6 conceptually illustrates a third exemplary embodi-
ment of a wireless communication system, in accordance
with the present invention;

FIG. 7 conceptually illustrates a fourth exemplary embodi-
ment of a wireless communication system, in accordance
with the present invention; and

FIG. 8 conceptually illustrates a fifth exemplary embodi-
ment of a wireless communication system, in accordance
with the present invention.

10

15

20

25

30

35

40

45

50

55

60

65

4

While the invention is susceptible to various modifications
and alternative forms, specific embodiments thereof have
been shown by way of example in the drawings and are herein
described in detail. It should be understood, however, that the
description herein of specific embodiments is not intended to
limit the invention to the particular forms disclosed, but on the
contrary, the intention is to cover all modifications, equiva-
lents, and alternatives falling within the scope of the invention
as defined by the appended claims.

DETAILED DESCRIPTION OF SPECIFIC
EMBODIMENTS

Ilustrative embodiments of the invention are described
below. In the interest of clarity, not all features of an actual
implementation are described in this specification. It will of
course be appreciated that in the development of any such
actual embodiment, numerous implementation-specific deci-
sions should be made to achieve the developers’ specific
goals, such as compliance with system-related and business-
related constraints, which will vary from one implementation
to another. Moreover, it will be appreciated that such a devel-
opment effort might be complex and time-consuming, but
would nevertheless be a routine undertaking for those of
ordinary skill in the art having the benefit of this disclosure.

Portions of the present invention and corresponding
detailed description are presented in terms of software, or
algorithms and symbolic representations of operations on
data bits within a computer memory. These descriptions and
representations are the ones by which those of ordinary skill
in the art effectively convey the substance of their work to
others of ordinary skill in the art. An algorithm, as the term is
used here, and as it is used generally, is conceived to be a
self-consistent sequence of steps leading to a desired result.
The steps are those requiring physical manipulations of
physical quantities. Usually, though not necessarily, these
quantities take the form of optical, electrical, or magnetic
signals capable of being stored, transferred, combined, com-
pared, and otherwise manipulated. It has proven convenient at
times, principally for reasons of common usage, to refer to
these signals as bits, values, elements, symbols, characters,
terms, numbers, or the like.

It should be borne in mind, however, that all of these and
similar terms are to be associated with the appropriate physi-
cal quantities and are merely convenient labels applied to
these quantities. Unless specifically stated otherwise, or as is
apparent from the discussion, terms such as “processing” or
“computing” or “calculating” or “determining” or “display-
ing” or the like, refer to the action and processes of a computer
system, or similar electronic computing device, that manipu-
lates and transforms data represented as physical, electronic
quantities within the computer system’s registers and memo-
ries into other data similarly represented as physical quanti-
ties within the computer system memories or registers or
other such information storage, transmission or display
devices.

Note also that the software implemented aspects of the
invention are typically encoded on some form of program
storage medium or implemented over some type of transmis-
sion medium. The program storage medium may be magnetic
(e.g., afloppy disk or a hard drive) or optical (e.g., a compact
disk read only memory, or “CD ROM”), and may be read only
or random access. Similarly, the transmission medium may
be twisted wire pairs, coaxial cable, optical fiber, or some
other suitable transmission medium known to the art. The
invention is not limited by these aspects of any given imple-
mentation.
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The present invention will now be described with reference
to the attached figures. Various structures, systems and
devices are schematically depicted in the drawings for pur-
poses of explanation only and so as to not obscure the present
invention with details that are well known to those skilled in
the art. Nevertheless, the attached drawings are included to
describe and explain illustrative examples of the present
invention. The words and phrases used herein should be
understood and interpreted to have a meaning consistent with
the understanding of those words and phrases by those skilled
in the relevant art. No special definition of a term or phrase,
i.e., a definition that is different from the ordinary and cus-
tomary meaning as understood by those skilled in the art, is
intended to be implied by consistent usage of the term or
phrase herein. To the extent that a term or phrase is intended
to have a special meaning, i.e., a meaning other than that
understood by skilled artisans, such a special definition will
be expressly set forth in the specification in a definitional
manner that directly and unequivocally provides the special
definition for the term or phrase.

FIG. 1 conceptually illustrates a first exemplary embodi-
ment of a wireless communication system 100. In the first
exemplary embodiment, the wireless communication system
100 is configured to provide wireless connectivity to a plu-
rality of geographic areas or cells 105 (only one specifically
indicated by the numeral 105). Each cell 105 may include one
or more sectors. The wireless connectivity may be provided
according to one or more standards or protocols such as the
Universal Mobile Telecommunication System (UMTS), the
Global System for Mobile communications (GSM), Code
Division Multiple Access (CDMA, CDMA 2000), World-
wide Interoperability for Microwave Access (WiMAX), Ultra
Mobile Broadband (UMB), Long Term Evolution (LTE) and
the like. However, the particular standards, protocols, or com-
binations thereof are matters of design choice and not mate-
rial to the present invention. One or more access networks 110
may be deployed within the wireless communication system
100. Although a single access network 110 is shown in FIG.
1, persons of ordinary skill in the art having benefit of the
present disclosure should appreciate that any number of
access networks may be deployed in the wireless communi-
cation system 100. Persons of ordinary skill in the art should
also appreciate that the present invention is not limited to
wireless communication systems that include access net-
works 110. In alternative embodiments, the wireless commu-
nication system 100 may include other devices (such as radio
network controllers, base stations, base station routers, and
the like) for connecting the cells to the wireless communica-
tion system 100. Techniques for configuring and/or operating
the access networks 110 are known in the art and in the
interest of clarity only those aspects of configuring and/or
operating the access network 110 that are relevant to the
present invention will be discussed further herein.

An access terminal 115 is deployed within the wireless
communication system 100, which may provide wireless
connectivity to the access terminal 115. Although a single
access terminal 115 is shown in FIG. 1, persons of ordinary
skill in the art having benefit of the present disclosure should
appreciate that any number of access terminals 115 may be
deployed in the wireless communication system 100. Persons
of ordinary skill in the art should also appreciate that the
access terminal 115 may also be referred to using terms such
as “mobile unit,” “mobile station,” “user equipment,” “sub-
scriber station,” “subscriber terminal,” and the like. Exem-
plary access terminals 115 include, but are not limited to,
cellular telephones, personal data assistants, smart phones,
pagers, text messaging devices, global positioning devices,
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6

network interface cards, notebook computers, and desktop
computers. Persons of ordinary skill in the art should also
appreciate that portability is not necessarily a requirement for
mobility. Techniques for configuring and/or operating the
access terminal 115 are known in the art and in the interest of
clarity only those aspects of configuring and/or operating the
access terminal 115 that are relevant to the present invention
will be discussed further herein.

The wireless communication system 100 also includes a
navigation system 120. In one embodiment, the navigation
system 120 may be incorporated into the access terminal 115.
However, the present invention is not limited to navigation
systems 120 that are incorporated into access terminals 115.
In alternative embodiments, the navigation system 120 may
be incorporated into the access network 110 and/or may be a
third party device that is not implemented in either the access
terminal 115 or the access network 110. For example, the
navigation system 120 may be a third party device that is
provided with a rental car operated by a user of the access
terminal 115. Persons of ordinary skill in the art having ben-
efit of the present disclosure should appreciate that the navi-
gation system 120 may be implemented in hardware, firm-
ware, software, or any combination thereof. Techniques for
communicating information between the navigation system
120 and the access network 110 and/or the access terminal
115 may be implemented by persons of ordinary skill in the
art having benefit of the present disclosure. For example,
when the navigation system 120 is a third party device, the
access terminal 115 may be able to communicate with the
navigation system 120 over a Bluetooth interface or some
other wired and/or wireless connection.

The navigation system 120 is configured to determine geo-
graphic information indicative of a route 125 between two
locations. One exemplary embodiment of a navigation sys-
tem 120 utilizes global positioning system (GPS) information
to determine a route 125 that may be traveled by the access
terminal 115 from a first location to a second location. For
example, a user of the access terminal 115 may input a des-
tination address that may be transmitted to the navigation
system 120, which may use GPS information to determine the
current location of the access terminal 115. The navigation
system 120 may then use the current location, the destination
address, and mapping information (such as geographic infor-
mation systems (GIS) information) to determine an optimal
route 125 from the current location to the destination address.
Techniques for implementing and/or operating the navigation
system 120 are known in the art and in the interest of clarity
only those aspects of implementing and/or operating the navi-
gation system 120 that are relevant to the present invention
will be discussed herein. Information indicative of the route
125 may then be provided to the access terminal 115 and/or
the access network 110.

FIG. 2 conceptually illustrates one exemplary embodiment
of'a route report 200 that may be formed based on a route 205
determined by a navigation system. In the illustrated embodi-
ment, the report 200 includes information indicating a route
identifier (ROUTE ID) and pairs of coordinates (a, b) that
indicate geographic locations along the route. The coordi-
nates may be pairs of latitudes and longitudes or any other
coordinates determined by any other coordinates system. The
resolution of the coordinate pairs is a matter of design choice
and may be determined ahead of time based upon require-
ments of the wireless communication system. Alternatively,
the resolution of the coordinate pairs may be determined
dynamically at the time the route report 200 and/or the route
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205 are determined. The route report 200 may then be pro-
vided to the access terminal 115 and/or the access network
110.

Referring back to FIG. 1, one or more travel patterns may
be determined based on the information indicative of the
route 125. As used herein, the term “travel pattern” will be
understood to refer to one or more cells 105 or sectors 130
within the cells that are likely to be visited by the access
terminal 115. In one embodiment, the cells and/or sectors 130
in the travel pattern may be selected based upon the geo-
graphic information that is provided by the navigation system
120. However, persons of ordinary skill in the art having
benefit of the present disclosure should appreciate that travel
patterns may also be determined using other techniques. For
example, travel patterns may be determined based upon sta-
tistical information associated with the access terminal 115,
such as statistical information indicating the cells 105 and/or
sectors 130 that are commonly visited by the access terminal
115. In this case, the statistical information may be collected
during one or more previous trips or journeys taken by the
access terminal 115.

In the illustrated embodiment, the travel pattern includes
cells 105 and/or sectors 130 that are likely to be visited by the
access terminal 115 after leaving a primary cell 135 (e.g., the
cell that provides wireless connectivity to the access terminal
115 when it is located in the user’s home, workplace, or other
location where the user may spend a large fraction of time)
and before arriving at a destination location within a destina-
tion cell 140. For example, a particular user may decide to go
to a new restaurant for dinner and may input the address of the
restaurant into the navigation system 120, which may com-
pute the route 125 from the user’s current location in the
primary cell 135 to the destination address in the destination
cell 140. Geographic information indicative of the deter-
mined route, such as a route report, may then be used to
determine the cells 105 (indicated by dashed hexagons) and/
or sectors 130 (indicated by hatching) that lie along the route
125. The determined travel patterns may be stored in the
access terminal 115 and/or the access network 110. Tech-
niques for determining the cells 105 and/or sectors 130 that
are included in the travel patterns will be discussed in more
detail below.

The access terminal 115 may determine whether or not to
provide a route update message based on the travel patterns.
As used herein, the term “route update message” will be
understood to refer to any message that includes information
that may be used to determine a location of the access termi-
nal 115. In one embodiment, the access terminal 115 may not
provide route update messages as long as it remains within
one of the cells 105 and/or sectors 130 in a travel pattern
associated with the route 125. For example, the access termi-
nal 115 may conventionally provide a route update message
whenever it moves outside a predetermined radius from the
center of the primary cell 135. However, as long as the access
terminal 115 remains in one of the cells 105 and/or sectors
130 in the travel pattern associated with the route 125, the
access terminal 115 may not provide any route update mes-
sages. If the access terminal 115 enters a cell 105 and/or
sector 130 that is not in the travel pattern associated with the
route 125, the access terminal 115 may then provide a route
update message to the access network 110.

The access terminal 115 may be paged using information
indicative of the travel patterns. In one embodiment, a data-
base including the cells in the travel patterns associated with
each access terminal 115 is stored in the access network 110.
For example, the database may be formed using information
provided by the access terminal 115 when it determines one
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or more of the travel patterns. The access terminal 115 may
also provide information indicating that it is currently travel-
ing along a route 125 that may be associated with the travel
patterns associated with the route 125 determined by the
navigation system 120. For example, the access terminal 115
may send a message, such as a route update message, that
includes an identification number indicating the travel pattern
determined based on the route 125 by the navigation system
120. The access network 110 may then use the information
indicative of the current travel pattern associated with the
access terminal 115 to send a paging message via the cells 105
and/or sectors 130 in the travel pattern.

FIGS. 3A and 3B conceptually illustrate alternative
embodiments of an access network 300 and an access termi-
nal 305. However, these embodiments are intended to be
illustrative and not to limit the present invention. In particular,
the embodiments of the access network 300 and the access
terminal 305 shown in FIGS. 3A and 3B both depict a navi-
gation system 310 that is incorporated into the access termi-
nal 305. However, as discussed above, the navigation system
310 does not need to be incorporated in the access terminal
305.

In the embodiment shown in FIG. 3A, the access terminal
305 includes a navigation system 310 that may be used to
determine routes between two locations, such as a current
location of the access terminal 305 and a destination location.
For example, a user of the access terminal 305 may input a
destination address so that the navigation system 310 can
compute a route from the current location of the access ter-
minal 305 to the destination address. Once the navigation
system 310 has computed the route, this information may be
provided to the access terminal 305, which may forward this
information to the access network 300 over an air interface
between the access terminal 305 and the access network 300.
The conversion of the information indicative of the route
determined by the navigation system 310 to a list of cells
and/or sectors associated with the route may then be per-
formed by the access network 305. Persons of ordinary skill
in the art having benefit of the present disclosure should
appreciate that this conversion may be performed using hard-
ware, firmware, software, or any combination thereof. The
cell and/or sector list associated with the route of the access
terminal 305 may then be stored in a database, which may be
located in the access network 305 and/or at a remote location
within the wireless communication system.

In the embodiment shown in FIG. 3B, the access terminal
305 includes a navigation system 310 that may be used to
determine route, as discussed above. However, in this
embodiment, the access terminal 305 may perform conver-
sion of the route information to the cell and/or sector list.
Thus, once the navigation system 310 has computed the route,
this information may be provided to the access terminal 305,
which may convert the information indicative of the route
determined by the navigation system 310 to a list of cells
and/or sectors associated with the route. Persons of ordinary
skill in the art having benefit of the present disclosure should
appreciate that this conversion may be performed using hard-
ware, firmware, software, or any combination thereof. The
cell and/or sector list associated with the route of the access
terminal 305 may then be stored in a database located in the
access terminal 305. The access terminal 305 may provide the
cell and/or sector list to the access network 300 on a per-trip
basis, so that the access network 300 does not need to com-
pute and/or store cell and/or sector lists associated with all of
the potential trips associated with the access terminal 305. For
example, the access terminal 305 may provide the cell and/or
sector list associated with a route in response to leaving a
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primary cell and entering one or more of the cells and/or
sectors associated with the route.

FIG. 4 conceptually illustrates a second exemplary
embodiment of a wireless communication system 400. In the
illustrated embodiment, a navigation system 405 as deter-
mined the cell and/or sector list (e.g., a travel pattern) asso-
ciated with a route 410 that may be traveled by an access
terminal 415 from a location within a primary cell 420 to a
location in a destination cell 425. The cell and/or sector list
includes information indicative of cells and/or sectors 430
that lie along the route 410. When the user leaves the primary
cell 420 and enters one of the cells 430 associated with the
travel pattern for the route 410, the access terminal 415 may
determine that the cell 430 is associated with the travel pat-
tern. The access terminal 415 may provide a route update
message in response to leaving the primary cell 420. Infor-
mation included in the route update message may indicate to
the wireless communication system 400 that the access ter-
minal 420 is most likely to be found in cells 430 associated
with the travel pattern. If information destined for the access
terminal 415 is received by the wireless communication sys-
tem 400, then an access network 433 may transmit a paging
message via the cells 430 in the travel pattern.

In some cases, the number of cells 430 in the travel pattern
may be large. For example, the user may travel a relatively
long distance through densely populated areas and so may
pass through a relatively large number of cells 430 when
traveling between the primary cell 420 and the destination
cell 425. Thus, in some embodiments, the access terminal 415
may also use a distance traveled from one or more of the cells
430 to trigger transmission of a route update message. For
example, the access terminal 415 may transmit the route
update message when it has traveled a distance greater than
the radius 435 from the primary cell 420, even though the
access terminal 415 may still be traveling in cells 430 asso-
ciated with the travel pattern. In one embodiment, the radius
435 may be selected to be larger than a radius 440 that is used
for radius-based paging techniques when the access terminal
415 is not traveling along a known travel pattern. Persons of
ordinary skill in the art having benefit of the present disclo-
sure should appreciate that the particular values of the radii
435, 440 are matters of design choice and not material to the
present invention.

FIGS. 5A and 5B illustrate portions of one exemplary
method 500 of providing route update messages. In the illus-
trated embodiment, the access terminal is in the idle state. The
access terminal may read (at 505) location information and
use this information to identify the current cell and/or sector.
The access terminal may also determine (at 505) the distance
or radius from the current cell to the cell and/or sector that
provided wireless connectivity to the access terminal when
the access terminal last sent a route update message to the
wireless communication system. If the newly entered cell is
determined (at 510) to be a primary cell, then the access
terminal may send (at 515) a route update message and wait
(at 520) for the next time the access terminal wakes up. If the
newly entered cell is determined (at 510) not to be a primary
cell, then the access terminal may determine (at 525) whether
or not the previous cell belonged to the trip coverage cell
and/or sector list.

If'the previous cell does not belong to the trip coverage cell
and/or sector list and the determined radius exceeds (at 530)
the normal radius for triggering a route update message, then
the access terminal may send (at 535) a route update message
and wait (at 520) for the next time the access terminal wakes
up. If the previous cell does not belong to the trip coverage
cell and/or sector list and the determined radius does not
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exceed (at 530) the normal radius for triggering a route update
message, then the access terminal may not send a route update
message and may wait (at 540) for the next time the access
terminal wakes up.

Ifthe access terminal determines (at 525) that the previous
cell belongs to the trip coverage cell and/or sector list and also
determines (at 545) that the newly entered cell is not in the
same sector list as the trip coverage cell and/or sector list, then
the access terminal may send (at 535) a route update message
and wait (at 520) for the next time the access terminal wakes
up. Ifthe access terminal determines (at 525) that the previous
cell belongs to the trip coverage cell and/or sector list and also
determines (at 545) that the newly entered cell is in the trip
coverage cell and/or sector list, then the access terminal may
determine (at 550) whether the radius from the previous cell
to the current cell exceeds a threshold for triggering a pattern-
group route update message. In one embodiment, the thresh-
old for triggering the pattern-group route update message
may exceed the normal route update message for triggering
threshold, as discussed herein.

If the radius exceeds the threshold for triggering the pat-
tern-group route update message, then the access terminal
may send (at 535) a route update message and wait (at 520) for
the next time the access terminal wakes up. If the radius does
not exceed the threshold for triggering the pattern-group
route update message, then the access terminal may not send
aroute update message and may wait (at 540) for the next time
the access terminal wakes up.

FIG. 6 conceptually illustrate a third exemplary embodi-
ment of a wireless communication system 600. The third
exemplary embodiment of the wireless communication sys-
tem 600 illustrates some potential advantages (relative to
conventional radius-based paging) of sending route update
messages and/or paging access terminal based on a travel
pattern associated with a route traveled by the access termi-
nal. In the third exemplary embodiment, the cell and/or sector
list includes a primary cell (boldface hexagon) and a plurality
ofcells (indicated by crosshatching) along a route determined
by a navigation system. A first route update message will be
provided by the access terminal when it leaves the primary
cell or crosses outside the initial route update radius. In some
cases, such as when an access terminal leaves the primary cell
while traveling along a travel route suggested by the naviga-
tion system, the first route update message may be triggered
in the conventional manner. Alternatively, the first route
update may be triggered when the access terminal travels a
predetermined radius from its starting point, regardless of
whether or not the access terminal is traveling along a statis-
tically-determined travel route pattern. In one embodiment,
the predetermined radius may be much smaller than the con-
ventional triggering radius, the radius for the statistics based
travel route pattern, and/or the navigation system determined
travel route. If the wireless communication system 600 needs
to contact the access terminal following this initial route
update message, then only three cells in the travel pattern are
within the regular route update radius and therefore need to be
paged.

If the access terminal continues to travel along the travel
pattern and passes outside of the first regular route update
radius, it will provide another route update message. If the
wireless communication system 600 needs to contact the
access terminal following this route update message, then
only the five cells in the travel pattern that are within the
regular route update radius need to be paged. If conventional
radius-based paging was being used then the wireless com-
munication system 600 would be to provide paging messages
via 19 different cells. Even if the route update radius was
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doubled (as indicated by the dashed circle), transmitting pag-
ing messages only to cells within the travel pattern still
requires transmitting paging messages to only nine cells,
which is still only half of the 19 cells that would need to be
paged if conventional radius-based paging was used with the
smaller route update radius. Consequently, implementing
route update messaging and/or paging based upon the travel
pattern can reduce the route update frequency and also reduce
the number of cells that need to be paged.

FIG. 7 conceptually illustrates a fourth exemplary embodi-
ment of a wireless communication system 700. In the illus-
trated embodiment, the wireless communication system 700
is a wireless communication system 700 with flat network
architecture that includes a plurality of base station routers
705 to provide wireless connectivity to a corresponding plu-
rality of cells 710. The base station routers 705 are intercon-
nected as indicated by the lines connecting the base station
routers 705. The lines may indicate one or more wired and/or
wireless connections that may be used to transmit informa-
tion between the base station routers 705. The fourth exem-
plary embodiment of the wireless communication system 700
also includes a centralized database 715 that is used to store
location statistics for access terminals 720 operating in the
wireless communication system 700. For example, the cen-
tralized database 715 may include information indicative of
travel patterns associated with the access terminal 720. The
centralized database 715 is coupled to the network of base
station routers 705 by a wired and/or wireless backhaul link
725.

In the illustrated embodiment, base station router 730 is the
session control base station router 730 for the access terminal
720. Accordingly, the base station router 730 may store ses-
sion information associated with the access terminal 720.
However, the access terminal 720 shown in FIG. 7 entered the
sleep mode at some point and has roamed to a different cell
710 associated with a different base station router 705. If the
access terminal 720 wakes up and determines that it is nec-
essary to provide a route update message, then this informa-
tion is transmitted over the links between base station routers
705 to the session control base station router 730, as indicated
by the arrows flowing away from the access terminal 720. The
route update message is also transmitted over the links
between base station routers 715 and the backhaul link 725 to
the centralized database 715. Similarly, paging messages pro-
vided by the wireless communication system 700 may also
require access to information stored in a centralized database
715, as indicated by the arrows flowing away from the data-
base 715. Thus, route update messages and/or paging mes-
sages associated with the access terminals 720 in the wireless
communication system 700 may lead to a relatively large
amount of traffic throughout the network of base station rout-
ers 730 and/or over the backhaul link 725 to the centralized
database 715. Therefore, the approach with a centralized
paging database is more suitable for a hierarchical network.
In the hierarchical network, the centralized database could
reside at a place such as a RNC which connects every base-
station in the area that it covers.

FIG. 8 conceptually illustrates a fifth exemplary embodi-
ment of a wireless communication system 800. Like the
fourth exemplary embodiment, the wireless communication
system 800 is a wireless communication system 800 with flat
network architecture that includes a plurality of intercon-
nected base station routers 805 to provide wireless connec-
tivity to a corresponding plurality of cells 810. However, the
fifth exemplary embodiment of the wireless communication
system 800 difters from the fourth exemplary embodiment in
that the fifth exemplary embodiment of the wireless commu-
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nication system 800 and does not include a centralized data-
base. Instead, the per-user-based location statistics are asso-
ciated with the session information for each access terminal
815. Accordingly, travel patterns associated with the access
terminal 815 may be stored in the base station router 820
where the session and the paging controller of the access
terminal reside. The base station route 820 maybe called the
“anchor” or the “session controller” of the access terminal.
Any base station route could hold the session and the paging
controller of an access terminal and become an “anchor” base
station router of the access terminal. The information indica-
tive of the travel patterns associated with the access terminal
815 may be migrated along with other session information
when a session associated with the access terminal 815 is
handed off to another base station router 805.

Inthe fifth exemplary embodiment, the access terminal 815
determines the cell and/or sector lists associated with travel
patterns. This information may be uploaded to the session
control base station router 820 at initial session registration or
in response to a user entering the destination address and
receiving route information from a navigation system. If the
access terminal 815 determines that it is necessary to provide
a route update message, then this information is transmitted
over the links between base station routers 805 to the session
control base station router 820, as indicated by the arrows
flowing away from the access terminal 815. Paging messages
destined for the access terminal 815 may be provided by the
session control base station router 820 via the links between
other base station routers 805, as indicated by the arrows
flowing out from the session control base station router 820.
Thus, route update messages and/or paging messages associ-
ated with the access terminals 815 in the wireless communi-
cation system 800 may generate less traffic (relative to sys-
tems such as the fourth exemplary embodiment shown in FI1G.
7) throughout the network of base station routers 805 and/or
over the backhaul links in the wireless communication system
800.

The particular embodiments disclosed above are illustra-
tive only, as the invention may be modified and practiced in
different but equivalent manners apparent to those skilled in
the art having the benefit of the teachings herein. Further-
more, no limitations are intended to the details of construction
or design herein shown, other than as described in the claims
below. It is therefore evident that the particular embodiments
disclosed above may be altered or modified and all such
variations are considered within the scope of the invention.
Accordingly, the protection sought herein is as set forth in the
claims below.

What is claimed is:

1. A method, comprising:

receiving, at a base station router from an access terminal,

a route update message including session information
indicating a travel pattern that includes at least one sec-
tor, said at least one sector being determined based on
geographic locations along a route from a current loca-
tion of the access terminal to a destination location, and
wherein the route is determined in response to the des-
tination location being input to the access terminal to
request computation of the route;

storing the session information at the base station router,

wherein the session information can migrate between
base station routers; and

paging the access terminal in said at least one sector.

2. The method of claim 1, wherein the access terminal is
configured to access the geographic locations and to deter-
mine the travel pattern comprising said at least one sector
based on the accessed geographic locations, wherein the
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travel pattern indicates sectors that are likely to be visited by
the access terminal after leaving the current location and
before arriving at the destination location.

3. The method of claim 2, comprising providing informa-
tion indicative of a plurality of sectors to the access terminal
such that the access terminal can select said at least one sector
from the plurality of sectors.

4. The method of claim 2, wherein receiving the session
information indicative of said at least one sector from the
access terminal comprises receiving session information
indicative of at least one sector selected from a pre-provi-
sioned list of sectors stored in the access terminal.

5. The method of claim 2, wherein receiving the session
information indicative of said at least one sector from the
access terminal comprises receiving the session information
indicative of said at least one sector in response to a user
inputting the destination location to the access terminal.

6. The method of claim 1, wherein determining said at least
one sector comprises converting the geographic locations into
a list comprising a plurality of sectors associated with the
route.

7. The method of claim 6, wherein the geographic infor-
mation comprises geographic information generated by a
navigation system based on the destination location input to
the access terminal.

8. The method of claim 1, wherein determining said at least
one sector comprises selecting at least one cell based on at
least one distance between the current location and the des-
tination location indicated by the geographic locations.

9. The method of claim 1, wherein determining said at least
one sector comprises selecting said at least one sector from a
plurality of sectors associated with said at least one selected
cell based on at least one direction from the current location to
the destination location.

10. The method of claim 1, wherein receiving the route
update message comprises receiving a route update message
including information indicative of a cell associated with the
access terminal at the current location.

11. The method of claim 10, wherein receiving the route
update message comprises receiving the route update mes-
sage in response to the access terminal entering a cell that is
not associated with said at least one sector or in response to
the access terminal entering a cell that exceeds a threshold
distance from a previous cell.

12. The method of claim 1, wherein paging the access
terminal comprises providing at least one paging message
from the base station router to said at least one sector.

13. A method, comprising:

receiving, at an access terminal, user input requesting com-

putation of a route from a current location of the access
terminal to a destination location;

accessing, at the access terminal, information indicative of

the route from the current location to the destination
location;

determining, at the access terminal, a travel pattern includ-

ing at least one sector associated with the route; and
providing a route update message including session infor-

mation indicating the travel pattern so that the access

terminal can be paged in said at least one sector.

14. The method of claim 13, wherein providing the session
information indicating the travel pattern comprises determin-
ing said at least one sector based on geographic locations
along the route associated with the access terminal and pro-
viding information indicative of said at least one sector to a
network entity.

15. The method of claim 14, wherein determining said at
least one sector comprises selecting at least one cell based on
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at least one distance between the current location and one of
the geographic locations along the route.

16. The method of claim 14, wherein determining said at
least one sector comprises selecting said at least one sector
from a plurality of sectors based on at least one direction from
said at least one cell to at least one of the geographic locations.

17. The method of claim 16, comprising receiving infor-
mation indicative of the plurality of sectors, and wherein
determining said at least one sector comprises selecting said
at least one sector from the provided plurality of sectors.

18. The method of claim 16, wherein determining said at
least one sector comprises selecting said at least one sector
from a pre-provisioned list of sectors stored in the access
terminal.

19. The method of claim 14, wherein providing the infor-
mation indicative of said at least one sector to the network
entity comprises providing the information indicative of said
at least one sector to a base station router, wherein the session
information associated with the access terminal comprises
the information indicative of said at least one sector, and
wherein the session information can migrate between base
station routers.

20. The method of claim 13, wherein providing the route
update message comprises providing a route update message
including information indicative of a cell of associated with
the access terminal at the current location.

21. The method of claim 20, wherein providing the route
update message comprises providing the route update mes-
sage in response to the access terminal entering a cell that is
not associated with said at least one sector or in response to
the access terminal entering a cell that exceeds a threshold
distance from a previous cell where the access terminal sent a
last route update message.

22. The method of claim 13, comprising receiving at least
one paging message while the access terminal is in one of said
at least one sectors.

23. A method, comprising:

receiving, at a first base station router, at least one route

update message including session information indica-
tive of at least one travel pattern associated with at least
one access terminal, the first base station router being a
session control base station router for said at least one
access terminal, said at least one travel pattern being
determined based upon a current location of said at least
one access terminal and a destination location, and
wherein the travel pattern is determined in response to
the destination location being input to the access termi-
nal to request computation of the route;

storing the session information at the first base station

router; and

paging said at least one access terminal in at least one

sector associated with said at least one travel pattern.

24. The method of claim 23, comprising migrating the
information indicative of said at least one travel pattern to a
second base station router in response to said at least one
access terminal selecting the second base station router as a
new session control base station router for said at least one
access terminal.

25. The method of claim 23, wherein storing the informa-
tion indicative of said at least one travel pattern comprises
storing information indicative of said at least one sector, said
at least one sector being determined based on geographic
locations along a route between the current location and the
destination location, wherein the route is determined by a
navigational system in response to the destination location
being input to the access terminal.
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26. The method of claim 25, wherein storing the informa-
tion indicative of said at least one sector comprises receiving
information indicative of said at least one sector from the
access terminal, the access terminal being configured to
access the geographic locations and to determine said at least
one sector based on the accessed geographic locations.

27. The method of claim 23, comprising receiving a route
update message including information indicative of a cell of
associated with said at least one access terminal.

28. The method of claim 23, wherein paging said at least
one access terminal comprises providing at least one paging
message to at least one sector indicated in said at least one
travel pattern.
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